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DT360 and DT360AM

Ceiling-Mount Dual Technology Motion Detectors

Performance That Meets Professional Standards

Acre’s DT360 and DT360AM are high-performance ceiling-mounted detectors
designed for reliable motion detection in commercial and high-security
environments. Both models feature advanced dual-technology sensing

and 360 degrees detection coverage in a compact form factor.

* DT360: Dual Technology, Grade 2
* DT360AM: Dual Technology with Anti-Masking, Grade 3

Reliable Detection Through Dual Technology Sensing

Engineered to reduce nuisance alarms without compromising sensitivity,
these detectors combine Passive Infrared (PIR) and Microwave (MW)
sensing. Detection requires confirmation from both technologies,
improving accuracy and reducing false triggers in dynamic environments.

360° Coverage from a Single Mounting Point

Both models deliver a full 360° detection field with a maximum coverage
diameter of 8 meters. Designed for ceiling heights ranging from 2.4 to 3.6
meters, the detectors provide consistent performance across a wide
variety of environments.

Anti-Masking Protection for High-Security Applications (DT360AM only)

The DT360AM includes active infrared (IR) anti-masking capabilities that
detect attempts to obstruct or cover the sensor. This added layer of
protection ensures system integrity in high-risk areas.

Installer-Friendly Design

Installation is fast and straightforward, with built-in EOL resistors, tiltable
terminal blocks, and automatic sensitivity adjustment. Both devices are
designed for easy integration into a wide range of security systems.
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Key Features

360° detection with up tfo 8m
diameter coverage

Dual-technology sensor
technology (PIR + Microwave)
for enhanced accuracy

Anti-masking protection
(DT360AM only) using active
infrared detection

EN50131-2-4 certified for
Grade 2 (DT360) and Grade 3
(DT360AM) compliance

Sleek low-profile design with
discreet ceiling mount

Low sensitivity and
CloakWise modes.

Built-in EOL resistors for
simplified panel integration

Adjustable terminal block
titling for fast wiring

Wall and cover
tamper protection

LED indicators support for
installation ease
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Key Specifications

FEATURE

DETECTION COVERAGE

DT360

360°, @8m max

DT360 and DT360AM

Ceiling-Mount Dual Technology Motion Detectors

DT360AM

360°, @8m max

TECHNOLOGY PIR + MW PIR + MW + Active IR
MICROWAVE FREQUENCY 24 Ghz 24 Ghz
MOUNTING HEIGHT 24-30m 24-30m
OPERATING VOLTAGE 9-15 VDC 9-15 VDC

CURRENT CONSUMPTION

15.5 mA (quiescent)
17mA (max.)

25 mA (quiescent)
45.3mA (max.)

TAMPER PROTECTION

Wall & cover tamper

Wall & cover tamper

PD6662:2017

EOL RESISTORS Selectable Selectable
DIMENSIONS @125 x 43 mm @125 x 43 mm

EN50131-2-4 Grade 2 EN50131-2-4 Grade 3
CERTIFICATIONS

PD6662:2017

Designed for Today. Ready for Tomorrow.

The DT360 and DT360AM embody Acre’'s commitment to delivering reliable, future-ready security solutions that
adapt to evolving threats without overcomplicating your installation process.
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