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SPC Video Verification 
 

 

 
This document describes the process for enabling video verification on 
your SPC Panel and viewing via the SPC Connect Portal & APP. 

These options are only available when using firmware V3.8.5 or 
above and the following panels SPC4320, 5320, 5330, or 6330. 

 

The panel must be firmware version 3.8.5 or above 
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TCC Support Information  
Camera Configuration 
 
In the Address bar of the browser enter the IP address of the camera to be connected  
(Default is - http://192.168.0.10) then press Enter/Return. 
 
SPC can only use low resolutions (QVGA – 320 x 240 min.   - -  VGA – 640 x 480 max.) 
 
NOTE:  
Default Username – admin  Default Password – admin 
(due to changes on the Eventys cameras a password may have to be added at login) 
 
Vanderbilt Camera 1 was directly on the network so I used Stream 1 and the settings below: 
 

 
 
 
For the Eventys Camera, I used Stream 1 for the DVR and I used Stream 2 (Sub-stream) for SPC 
with the setting below: 
 

 
  

http://192.168.0.10/
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TCC Support Information  
If you connect directly to the Eventys DVR to get the camera images then you need to enable 
the Virtual host feature in the DVRs browser or the cameras will not connect to the panel. 
If the Eventys camera is directly on to the panel then this is not necessary. 
 

 
 
 
To add a Vanderbilt camera to an SPC panel using Stream 1, go to Configuration > Advanced > 
Verification >Video > Add. (Port 80 is Stream 1 on the Vanderbilt camera.) 
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TCC Support Information  
To add a Vanderbilt camera to an SPC panel using Stream 2, go to Configuration > Advanced > 
Verification >Video > Add. (Port 81 is Stream 2 on the Vanderbilt camera.) 
 

 
 

 
To add a DVR camera to an SPC panel go to Configuration > Advanced > Verification >Video > 
Add.  
(65001 is the port for camera 1, 65002 is the port for camera 2 and so on.) 
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TCC Support Information  
You now need to associate the Video connection with Verification zones. 
go to Configuration > Advanced > Verification Zones > Add. 
Select a camera from the drop-down list and save. 

 

 
 

You can now associate the Verification Zones with Zones on the system. 
Edit a Zone and select a verification zone from the drop-down list. 
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TCC Support Information  
When the zone is triggered a snapshot of the video is taken with Pre & Post events. 
They come as notifications on the Portal, Browser and APP 
 
PORTAL 

 
BROWSER 
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TCC Support Information APP 
 

 


