FI/CQR338-4HL

12V Multidetektor

Viktiga funktioner:

Dubbla LED for 360° synlighet

Avancerade detekterings- och uteslutningsalgoritmer
Enkel installation och underhall

Diskret lagprofildesign

2- eller 4-tradsanslutning

Levereras komplett med sockel

NC/NO relautgang, valbar funktion

\VVANDERBILT



FI/COR338-4HL

12V Multidetektor

Beskrivning
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FI/CQR338H-serien ar utmarkt att anvéndas i 12V system for anslutning direkt i centralapparater for

inbrottslarm. Detektorn har

stallbar relautgdng som i leveranslaget ar installd for NC men kan stéllas om till NO. Detektorn har tva Iysdloder for

visibilitet 360°.
Detektorn levereras komplett med sockel.

Certifierad enligt EN54-5 och EN54-7

® Tekniska data

Matningsspanning 10.2 - 13.8V
Tilldten strom 80 mA (max.) .
Vilostrom 320 pA (max.) AN
Larmstrém 35 mA \
Frekvens 3-5sek
Uppstartstid 60 sek (max.)
Larmtemperatur 57°C
Dimensioner Diameter: 100 mm
Hojd: 46 — 60 mm
Vikt 130g (inkl. sockel)
Arbetstemperatur -10 ... +50°C
Luftfuktighet 0...95 % RH, ej kondenserad eller isig
Kapslingsklass P42
m Bestallningsinformation
Namn Artikelnummer Beskrivning Vikt
FI/CQR338-4HL N54591-7146-A100 12V Multidetektor 130g

Issued by

Vanderbilt

Clonshaugh Business and
Technology Park
Clonshaugh

Dublin 17

Ireland

www.vanderbiltindus tries.com

Data and design subject to change without notice.
Supply subject to availability.

Vanderbilt
023_FI/CQR338_4HL_b_se.doc 28/07/2016

VANDERBILT

© Vanderbhilt 2016



