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Acre OUT-PIR50 Series – 50m Long Range Curtain Motion Sensors 

Overview 

The OUT-PIR50 Series from Acre offers long-range curtain-
style motion detection, built for applications that demand
narrow yet extended coverage. Engineered for perimeter
protection, fence-line monitoring, and secure boundaries,
these wired outdoor sensors deliver stable performance
even in challenging environmental conditions. 

Available in two variants, with and without anti-masking, 
the OUT-PIR50 Series combines simplicity of installation 
with dependable detection at up to 50 meters. 

The Walk Test Device (OUT-WTD) is a universal tool 
designed for precise alignment and verification of all Acre 
OUT motion sensors. It enables easy calibration and 
confirmation of detection zones. 

Key Features 

Typical Applications 

Curtain Detection Pattern: Up to 50m detection
with 5m or 10m curtain width depending on lens
configuration 

Anti-Masking (OUT-PIR50AM): Detects attempts
covering the detector disabling any intruder
detection 

Adjustable Optics: 180° pan and 45° tilt for
flexible positioning 

Stable Detection: Optimized for outdoor use
with excellent false-alarm resistance 

Rugged Build: IP65-rated zinc alloy housing
ensures performance in tough weather 

Walk Test Device (OUT-WTD): Enables calibration
and alignment with LED-assisted feedback 

Long boundary walls and fences 

Gated entrances and passageways 

Outdoor perimeter security in residential, commercial, and
industrial settings 

Acre Product reference 

OUT-PIR50 

OUT-WTD 

OUT-PIR50AM 

Acre Product description 

Long range PIR, curtain 50m

Walk Test device 

Long range PIR, AM, curtain 50m 
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Specifications

Passive Infrared

OUT-PIR50AM

Anti-Masking

Detection Area

Coverage 

Adjustment

Outputs 

Tamper switches 

Housing

Protection Rating

Dimensions

Mounting Height 

Power Input 

Current 

Technical Specifications 

Operating Temperature

Two Fresnel lensesgiving up to 50m × 5m or
50m × 10m (standard) 

YES

Programmable between 25m & 50m

13° detection angle, 50m × 10m coverage 
max. 

180° pan + 45° tilt 

Silent solid state magnetically immune

N/CLOSED; front and rear tamper switches; 
case open and removal from wall 

9 to 15 VDC

15 mA (12V nominal)

−20 °C to +55 °C conformally coated 
electronics for increased stability

High impact zinc alloy

IP65

145 × 120 × 115 mm

Variable – maximum height 3 metres

OUT-PIR50

Two Fresnel lensesgiving up to 50m × 5m or
50m × 10m (standard) 

NO

Programmable between 25m & 50m

13° detection angle, 50m × 10m coverage 
max. 

180° pan + 45° tilt 

Silent solid state magnetically immune

N/CLOSED; front and rear tamper switches; 
case open and removal from wall 

9 to 24 VDC

9 mA (12V nominal)

−20 °C to +55 °C conformally coated 
electronics for increased stability

High impact zinc alloy

IP65

145 × 120 × 115 mm

Variable – maximum height 3 metres
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