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Key Features

✔ Visual confirmation of operation

Momentary push buttons✔

Operation of both buttons to activate✔

Gold plated contacts for long term, reliable
operation

✔

Tamper for cover removal✔

Key resettable, when activated✔

Robust construction✔

Flexible configuration options✔

Silent operation of micro-switch✔

EN50131-1:2006+A3:2020 and
PD6662:2017 compliant 

✔

EN Grade 3 compliant✔

Back tamper breakoff functionality✔

Overview
The PA2EW is a double-end push hold-up (panic) device that manually signals a duress condition to a connected intrusion 
alarm system. Both buttons must be pressed simultaneously to activate, reducing accidental triggering, switching a C/O 
microswitch to trigger an alarm, and illuminating a red LED. Latching units may be reset using the supplied reset key. This 
device comes with a lid tamper as well as a back tamper, detecting any removal from the mounting surface. EN 
50131-1:2006+A3:2020 and PD6662:2017 compliant, EN Grade 3, Environmental Class II.
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TECHNICAL SPECIFICATIONS

Tamper contact 1 x N/C tactile switch

Alarm contacts 1 x C/O micro switch

Housing
Color
Material

White
ABS

Cable Connection Screw terminals 

Cable access Knockouts (1 x end, 1 x back & 2 x sides)

Visual indication Red LED alarm

Reset Latched, reset via key provided

Environmental
Operating temperature
Environmental class
Housing protection
Humidity

-40 … +50°C
II
IP31
85%

Dimensions (D x W x H) 26 x 65 x 84mm

Max voltage 15 VDC

Max current 500mA

PA2EW
Hold Up Device
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Internal & External Layout Details

Ordering Information

TYPE ART.-NO DESCRIPTION

PA2EW N54543-Z151-A100 Hold up button G3




