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Acre OUT-DT30 Series – 30m Volumetric Outdoor Motion Sensors 

Precision Motion Detection at 30 Meters. Designed for Harsh Environments. Built for Reliability. 

Overview 
Acre’sOUT-DT30 Series delivers high-performance
volumetric motion detection for outdoor environments,
engineered for demanding security applications where
accuracy and reliability are non-negotiable. With dual-
technology (PIR + microwave) and anti-masking options, this
range is ideal for installations where dependable intrusion
detection is critical – commercial, industrial, and perimeter
scenarios alike. 

Four models provide flexibility across regions and 
compliance standards*, with variants supporting 10.525 
GHz and 10.587 GHz frequencies. The anti-masking 
detection feature in the AM variants enhances the 
detection integrity by alerting attempts to cover the 
detector. 
The Walk Test Device (OUT-WTD) is a universal tool 
designed for precise alignment and verification of all Acre 
OUT motion sensors. It enables easy calibration and 
confirmation of detection zones. 

Key Features 

Typical Applications

Critical infrastructureprotection

Perimeter intrusion detection 

High-risk commercial environments

Secure outdoor compounds and yards 

Dual Technology (PIR + Microwave) for enhanced
accuracy and minimal false alarms 

Anti-Masking Protection (AM models only) detects
attempts covering the detector disabling any intruder
detection 

Up to 30m Detection Range with programmable
coverage to suit diverse site layouts 

Robust Housing: Zinc alloy, IP65-rated for outdoor
resilience 

Customizable Optics: Maskable zones and curtain
sliders allow site-specific adjustments 

Adjustments Inside Detector Housing Possible: 180°
pan and 45° tilt for flexible positioning 

Acre Product reference 

OUT-DT30AM-F1 

OUT-WTD 

OUT-DT30-F1

OUT-DT30AM-F2

OUT-DT30-F2 

Acre Product description

PIR/MW, AM, volumetric 30m,10.525 GHz

Walk Test device 

PIR/MW, volumetric 30m, 10.525 GHz

PIR/MW, AM, volumetric 30m, 10.587 GHz

PIR/MW, volumetric 30m, 10.587 GHz 
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Specifications

28zones for each Pyro pair, which can be
masked with the curtain sliders 

OUT-DT30-F1 / OUT-DT30-F2

Anti-Masking

Detection Area

Coverage 

Passive Infrared

Housing

Protection Rating

Dimensions

Mounting Height 

Microwave Frequency 

Adjustment 

Outputs 

Power Input 

Current 

Operating Temperature 

28 zones for each Pyro pair, which canbe
masked with the curtain sliders 

10 dBm EIRP 
Operating frequency (country specific) 
OUT-DT30(AM)-F1 – 10.525 GHz: Europe 
(excl. France, UK, Ireland, Austria, Finland, 
Czech Republic, Luxembourg, Estonia), USA, 
Canada, China, Australia, New Zealand, South 
Africa, Israel, India, North Africa
OUT-DT30(AM)-F2 – 10.587 GHz: France, 
Ireland, Finland, Middle East, United Kingdom 

Technical Specifications 

*Microwave operating frequency is region dependent. Installers must confirm local regulatory compliance. 

YES

Programmable between 10 & 30m

10–70° detection angle, 30m × 30m coverage 
max. 

180° pan + 45° tilt 

Silent solid state magnetically immune 

9 to 15 VDC

15 mA (12V nominal) 

−20 °C to +64 °C conformally coated 
electronics for increased stability 

High impact zinc alloy 

IP65

145 × 120 × 115 mm

Variable – optimum height 3 metres

NO

Programmable between 10 & 30m

10–70° detection angle, 30m × 30m coverage 
max. 

180° pan + 45° tilt 

9 to 15 VDC

Silent solid state magnetically immune 

9 mA (12V nominal) 

−20 °C to +64 °C conformally coated 
electronics for increased stability 

High impact zinc alloy 

IP65

145 × 120 × 115 mm

Variable – optimum height 3 metres

OUT-DT30AM-F1 / OUT-DT30AM-
F2

10 dBm EIRP 
Operating frequency (country specific) OUT-
DT30(AM)-F1 – 10.525 GHz: Europe 
(excl. France, UK, Ireland, Austria, Finland, 
Czech Republic, Luxembourg, Estonia), USA, 
Canada, China, Australia, New Zealand, South 
Africa, Israel, India, North Africa OUT-
DT30(AM)-F2 – 10.587 GHz: France, 
Ireland, Finland, Middle East, United Kingdom 
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